
DAB PUMPS reserves the right to make modifications without notice
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WEIGHT
KG

Q.TY
x

PALLET

1,5 1 ” M 1 ” ¼ F 1,3 100

1,5 1 ” M 1 ” ¼ F 1,6 100

1,5 1 ” M 1 ” ¼ F 1,3 100

1,5 1 ” M 1 ” ¼ F 1,6 100

DOMESTIC WATER SUPPLY

TECHNICAL DATA

MODEL CODE

SMART PRESS WG 1,5 - autom. Reset - without cable 60114808

SMART PRESS WG 1,5 - autom. Reset - with cable 60113308

SMART PRESS WG 3.0 - autom. Reset - without cable 60114809

SMART PRESS WG 3.0 - autom. Reset. - with cable 60113922

E-BOX
CONTROL PANEL

SUBMERSIBLE PUMPS/ PRESSURE PUMPS

MODEL CODE

E-Box 2D M/T 60114868

E-Box 2D 40µF 60114869

TECHNICAL DATA

SMART PRESS is an ON/OFF electronic device 
designed to switch the pump ON/OFF without using an 
expansion vessel. 
The device protects the pump against dry running 
without using level probes or float switch.

It has an adjustable cut-in pressure and even with a 
high flow the pressure losses are small. 
All the SMART PRESS models have a MANUAL AND 
AUTOMATIC RESTART. 
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50 HZ STARTING
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connectable
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N°
connectable

pumps
kW x2 HP x2

1 X 230 V 
DIRECT

 2,2 3
12 + 12 2 - 3 - 4 1/2

3 x 400 V 5,5 7,5

1 X 230 V DIRECT 2,2 3 12 + 12 2 - 3 - 4 1/2

SMART PRESS
ON/OFF CONTROLLER

SUBMERSIBLE PUMPS
• Ideal for filling/draining stations.
• designed for Single-phase and three-phase pumps.
• Working with float switches (max.5).
• Working with level probes (max.5).
• Working with depths sensors(0-10V / 4...20mA).
• Amperometric protection.
• Exchange of the pumps starting order (each start).

PRESSURE PUMPS
• Ideal to drive 2 pumps booster sets.
• designed for Single-phase and three-phase pumps.
• Working with pressure switches (max. 4).
• Working with depths sensors (0-10V / 4...20mA).
• Amperometric protection.
• Exchange of the pumps starting order (each start).


