
Vigila

Bombas sumergibles portátiles
de reducidas dimensiones y
peso.

Materiales:
Cuerpo bomba y rejilla aspiración en
tecnopolimero.
Impulsor en tecnopolimero.
Doble juego de retenes y juntas en NBR.

Motor:
Asíncrono, dos polos.
Protección IP 68.
Aislamiento clase F.
Servicio continuo.
Protector térmico incorporado y
condensador interior.
Vigila M: sin flotador de nivel.
Vigila M A: con flotador de nivel.
Vigila M H: con partes metálicas en
acero inoxidable AISI 316.

Aplicaciones: Evacuación de aguas
claras, funcionamiento en fuentes
decorativas, etc.

Applications: Drainage of clear water,
decorative fountains and so on.

Portable submersible pumps of
reduced size and weight.

Materials:
Pump body and suction filter in
tecnopolimer.
Impeller in tecnopolimer.
Double lip seal and o’rings in NBR.

Motor:
Asynchronous, two poles.
IP 68 protection.
Class F insulation.
Continuous operation.
Built-in thermal protection and internal
capacitor.
Vigila M: without floating level switch.
Vigila M A: with floating level switch.
Vigila M H: with metallic parts in
stainless steel AISI 316.
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Vigila

Vigila R* Características hidráulicas con válvula de retención. / Hydraulic features with check valve.

Vigila 50M R*  0.6 0.14 0.15 0.2 2.5 3.6 2.5 25 mm. 4 mm.

Vigila 50M  0.6 0.14 0.15 0.2 2.5 3.5 3 0.9 25 mm. 4 mm.

Vigila 200M R*  1.5 0.35 0.25 0.33 8 5.7 5.2 3.9 1.8 30 mm. 10 mm.

Vigila 200M 1.5 0.35 0.25 0.33 8 5.6 5.3 4.5 2.8 30 mm. 10 mm.

Vigila 350M R*  2.2 0.5 0.5 0.67 10 7.2 6.8 5.7 4.1 1.7 30 mm. 10 mm.

Vigila 350M 2.2 0.5 0.5 0.67 10 7.2 7 6.5 5.5 4 2 30 mm. 10 mm.

Vigila 500M R*  3.7 0.85 0.6 0.8 10 10.3 9.7 8.4 6.5 4.2 1.3 30 mm. 10 mm.

Vigila 500M 3.7 0.85 0.6 0.8 10 10.4 10 9 8 6.8 5 3 1.8 30 mm. 10 mm.

A B C D E F G H Kg

Vigila 50M 345 278 310 40 25 197.5 279.6 172.6 3.5

Vigila 200M 392 319.7 353 72 30 213.5 291 201 4.5

Vigila 350M 443.5 372 405 124 30 213.5 291 201 6.7

Vigila 500M 443.5 372 405 124 30 213.5 291 201 7.1
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Curvas de funcionamiento a 2900 r.p.m.
Performance curves at 2900 r.p.m.


